ODYSSEY° EXTREME SERIES™ BATTERY

Torgque Imemal Short
Specs Resistance  Circuit
Nm max (=) Current

Nominal Capacity Reserve

Width Height'' Weight

e kg

PC310 12 310 | 100 [ 200 | 155 8 7 9 1375 | 860 990 27 M4 Receptacle 10 271 4554
PC370 12 425 | 200 | 315 | N0 15 14 5 200 770 1400 57 M6 Stud 39 135 891A
PC535 12 535 | 200 | 300 265 14 13 21 1702 | 991 1585 54 M6 Receptacle 45 8 1000A
PC545 12 460 | 150 | 280 | Z0 13 12 18 1778 | 859 1313 52 M6 Receptacle 56 10 1200A
PC625 12 530 | 200 | 420 ( 340 18 17 2 1702 | 991 1765 60 M6 Receptacle 45 7 1800A

M6 Receptacle’
PC680 12 520 170 | 350 280 16 16 24 1847 790 1918 70 or SAE 56 7 1800A
38" Receptacle
M6 Receptacle’
PC925 12 900 | 330 | 610 | 480 28 27 43 1687 | 1791 | 148 118 or SAE 63 5 2400A
38" Receptacle

PC950 12 950 | 400 | 600 | 500 34 2 60 2500 | 970 1560 90 M6 Stud 39 7.1 1700A

PC1100 12 1100 | 500 | 800 | 630 45 a 8 2500 | 970 | 2080 | 125 M6 Stud 39 5.1 2450A

M5 Receptacle’
PC1200 12 1200 | 540 | 860 | 725 42 40 78 1999 1692 | 1930 174 or SAE 68 45 2600A
38" Receptacle

PC1220 12 1220 | 680 | 950 | 880 70 6438 135 2780 1750 1900 207 DIN Lead Post N/A 57 2200A
TOP SAE SIDE
75/86-PC1230 12 1230 | 760 | 1050| 815 55 50 10 2403 1798 | 2012 206 38" Receptacle 68 25 3100A
PC1350 12 | 1350 [770 |1080| 960 | 95 | 885 | 195 | 3530 | 1750 | 1900 | 274 DIN Lead Past N/A 42 | B0A
25-PC1400 12 1400 | 850 | N50| 930 65 5 130 2403 1737 | 2207 227 SAE 68 25 3100A
35-PC1400 12 1400 | 850 | N50| 930 65 5 130 2403 1737 | 2207 227 SAE 68 25 3100A
34-PC1500 12 1500 | 850 | 1250 1050 | 68 62 135 2756 1717 | 2002 224 SAE 68 25 3100A
34R-PC1500 12 1500 | 850 | 1250 1050 | 68 62 135 2756 1717 | 2002 224 SAE 68 25 3100A
SAE and
34M-PC1500 12 1500 | 850 | 1250 1050 | 68 62 135 2756 1717 | 2019 224 3/8" Stud{Pos.| 68 25 3100A
5/16" Stud {Neg.|
34/78-PC1500 12 1500 | 850 | 1250 1050 | 68 62 135 2756 1798 | 2002 224 TOP SAE SIDE 68 25 3100A

38" Receptacle

M5 Receptacle’
PC1700 12 1550 | 810 | 1325| 1175 | 68 65 142 B30 1684 | 1976 | 276 or SAE 68 35 35004
38" Receptacle

65-PC1750 12 1750 | 950 | 1350 1070 | 74 65 145 3005 | 1829 | 1905 | 263 SAE 63 20 S000A

PC1800-FT 12 1800 | 1300 | 1600 1450 | 214 190 475 5810 | 1250 | 3165 | 600 M10 Stud 90 33 3800A

31-PC2150 12 2150 | 1150 | 1545( 1370 | 100 €2 25 3317 | 1750 | 2436 | 353 3/8" Stud or SAE' K926 22 S000A

SAE and
31M-PC2150 12 2150 | 1150 | 1545( 1370 | 100 €R” 205 3302 | 1727 | 2385 | 353 3/8" Stud{Pos.| 6926 22 S000A
5/16" Stud {Neg.|
DIN Terminal 110

PC2250 12 250 |12251730| 1550 | 126 14 240 2360 | 2690 | 2330 | 390 o For ¥8 2.1 S000A
and 38" Stud Stud Oaly




